
 

✤    Capable of up to 25dB noise reduction

✤    34mm thick foam cladding

✤    Class 0 fireproof foam  

✤    6, 9, 12, 15 & 18U high

✤    600 wide x 600 deep

✤    Removable & lockable solid steel front door

✤    Adjustable 19” vertical mounting profiles, front & rear

✤    U height markers on all four vertical mounting profiles

✤    Solid steel lockable front door

✤    Removable & lockable side panels

✤    Top & bottom cable entry

✤    One man install hanging bracket

✤    All round earth bonding

✤    Black in colour (RAL9004)

Key FeaturesAcoustic Performance

Qube Acoustic Wall Box

The Qube Acoustic Wall Box has been designed to 
offer the best sound proof enclosure possible. Using 
state of the art 34mm thick cladding, comprised of 
absorbent Class 0 fireproof acoustic foam laminates 
applied to both sides of a heavy layer sound barrier 
membrane. Using this level of cladding, allows us to 
reduce noise by up to 25dB.

Combining a high surface mass with flexible physical 
characteristics, the product offers optimum acoustic 
performance.

The Class 0 fire rating means that the Qube Acoustic 
Wall Boxes are ideal for demanding applications 
such as, marine and automotive industries.



 

All Round Access Printed U Markers on 
all 4 Vertical Posts

Dual Roof Mounted 
Fan Units

Solid Steel Back Plate

Removable & Lockable  
Side Panels

Cable Entry Gland 
Plates

One Man Install 
Mounting Bracket

Adjustable Vertical 
Mounting Profiles

34mm Class O 
fireproof foam

Part Number Description weight Height

QU6600/AC 6U 600mm Deep Acoustic Wall Box TBA 370mm

QU9600/AC 9U 600mm Deep Acoustic Wall Box TBA 502mm

QU12600/AC 12U 600mm Deep Acoustic Wall Box TBA 637mm

QU15600/AC 15U 600mm Deep Acoustic Wall Box TBA 770mm

QU18600/AC 18U 600mm Deep Acoustic Wall Box 52kg 903mm


